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CHARACTERISTICS
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Series Star
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Type 1 Phase
kVA

kVA cosφ 0.8 - 3 Phase continuous
CL. H ( ∆T= 125°C) CL. F ( ∆T= 105°C)

COSφ 1

CL. H (∆T = 125°C)
DELTA

ambient 40 ° C

50 Hz η % CL. H

ECP32 L2 C 82 60 75 73 54758082

∆T= 125°C)(

86,5 89,4 89

ECP32 1S2 C
ECP32 2S2 C
ECP32 M2 C
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Type 1 Phase
kVA

kVA cosφ 0.8 - 3 Phase continuous
CL. H ( ∆T= 125°C) CL. F ( ∆T= 105°C)

COSφ 1

CL. H (∆T = 125°C)
DELTA

60 Hz η % CL. H

ECP32 L2 C
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ACCESSORIES

50 Hz 60 Hz
kVA Temp. Rise / Ambient °C

163° / 27° 150° / 40° 125° / 27°

Type
kVA Temp. Rise / Ambient °C

163° / 27° 150° / 40° 125° / 27°
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85,5

55,5
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83
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58

65
85
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ECP32 1S2 C
ECP32 2S2 C
ECP32 M2 C

ECP32 L2 C

0,1334

0,1774
0,2004

22,4 27 88 77 93 80
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199
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Type
J

(kgm2)
B3-B14 FORM

Weight

(kg)

Air Volume

50 Hz (m3/min ) 60 Hz (m3/min) 1m 7m 1m 7m

50 Hz 60 Hz

0,2414 231

Noise dB (A)

ECP32 1S2 C
ECP32 2S2 C
ECP32 M2 C
ECP32 L2 C

DSR  
PARALLEL

DEVICE PTC BIMET DEVICE. PT100
HEATERS

MECHANICAL  PROTECTIONTHERMAL PROTECTION
IP23 IP45

= Standard = Optional

REGULULATOR
DER-1 SR7/2 UVR6



dimensions in mm.  

 OVERALL DIMENSIONS B3B14 FORM  

dimensions in mm.  

 OVERALL DIMENSIONS MD35 FORM  


